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-9 e SPECIFICATIONS :
Zfrg 4 O Suitable Rated Current : 30A Max.
22.9 ‘__ Dielectric Strength for 60 seconds : AC1500V Min.
iS Insertion & Extraction Force : 1Kg. Min.
_L? Contact Resistance at 1A DC : 5mQ Max.
H ] ? o\, Illl Illl Insulation Resistance at 500V DC : 100M €2 Min.
© ll ll ™ g ll ll } ll l Voltage Drop : 20mV Max.
S © | N || oz Temperature Rise : 50°C Max.
© I I I ; Molded Parts : Nylon with Glass Fiber
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Terminals : Brass
r Style : Snap-In and Screw Fix Type
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Tolclilncca U‘nlless Otherw 15'6 ’Spec:‘lﬁed Material rawn GLORYTECH TECHNOLOGY CO LTD.
Dimension Critical To Function General Check ’
< 1 +/-0.02 +/-0.03 Finish Engr Title:
1 ~ 8 +/- 0.1 +/-0.2 Appd Mounted Fuse Block
§ - 24995 1015 £ ]- 0.2 5| [Tess irwise Speches A | GTQD-BLK-1829-1907 | B
Dimensions are mm (inch)
25 ~996.99 +/- 0.2 +/- 0.3 Tolerances:
Angles +/-1° +/-5° X =10-°5 ((-%“2)) -
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B 7201 | Modify the toler X il K 0047924 Model File Name : Mounted Fuse Block for Blade Type Fuses
93092401 | Modify the lolerance | Kao | Chyi| Ku | 20045724 | 15 2o File Name : GTQD-BLK-1829-1907
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