SPECIFICATIONS:

Description Breaker stays open with excessive load; Reset manually
Breaker Type Type 111
Terminals Threaded studs (2) with nut

Terminal Size

10-32 Thread

Ambient Temperature Range

-40°C~+85C

Housing Style

Plated steel case, with bracket

Mounting Method

With bracket attached crosswise the case

g g Usage Battery chargers, trucks, buses,RV's, trolling motors,etc
<+ M Application Automotive headlamp, power windows, seats & locks
Standard Complies with SAE J553
Ordering Information:
Part Number A perae((A) Voltace(VIDC)
15211600000 [SPAN E-24N
—-—01 29— 15211800000 SA 6-2A4V
M5X15 15212100000 1 OA 6-24N
15212150000 15A O-24N
15212200000 20 S-24N
15212250000 25\ 6-24N
15212300000 30A 6-24N
15212400000 40O A E-24N
= = 15212500000 S0A 6-24V
Electrical Characteristics:
@ % of Ampere Rating | Ampere Rating | Opening Time
5 ¢ 100% 6 ~50 Amp 60 mins Min.
eses .
Botton 135% 6 ~50 Amp 60 mins Max.
200% 6 ~50 Amp 1 mins Max.
Tolerances : Unless Otherwise Specified - Drawn
. — — - Material |—— GLORYTECH TECHNOLOGY CO., LTD.
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- - . E itle:
< 1 +/-0.02 +/-0.03 Finish ngr Title:
] ~ 8 + /- .1 +/- 0.2 Appd Stud Type
8 ~ 24.995 +/-0.15 +/- 0.2 5 |[|Jniess Othewise Specified | Gircyit Breaker A GTQD-CBK-1521 B
Dimensions are mm (inch)
25 ~ 99 .99 +/- 0.2 +/- 0.3 Tolerances:
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