Electrical Characteristics:

19 % of Ampere Rating Ampere Rating Opening Time
110% 1 ~40 A 100 Hours Min,
135% 1~40A 0.75 sec. Min ; 1800 sec. Max
% —— e 200% 1~40A 0.15 sec. Min ; 5 sec. Max
350% 1~40A 0.04 sec. Min ; 0.5 sec. Max
‘<-5->‘ 600% 1~40A 0.02 sec. Min; 0.1 sec. Max
| | Ordering Information:
Part No. Ampere(A) Voltage(VDC) Body color
12.2 0 0 1505 1100 200 1 32 Black
/\ H 1505 1200 200 2 32 Grey
I 1505 1300 200 3 32 Violet
6 :735 | ‘ 1505 1400 200 4 32 Pink
- 1505 1500 200 5 32 Tan
14 1505 1750 200 7.5 32 Brown
1505 2100 200 10 32 Red
—0.6 1505 2150 200 15 32 Blue
1505 2200 200 20 32 Yellow
Blade Type Automotive Fuse 1505 2250 200 25 32 Natural
Body Material : Plastic 1505 2300 200 30 32 Green
Metal Material : Zinc Alloy with Gold Plating 1505 2350 200 35 32 Blue Green
1505 2400 200 40 32 Orange
D"_l"olcrzlilnces : U__nll‘crss O lherw‘Ls'c Spc?lhcdr Material (E:)rawn GLORYTECH TECHNOLOGY CO LTD.
im en sion Critical To Function General heck )
< 1 +/-0.02 +/-0.03 Finish Engr Title:
1 ~ 8 +/- 0.1 +/-0.2 Appd Blade Type Automotive
8 ~ 24.995 +/-0.15 +/- 0,25 ||Jness Otherwise Specifed | Fyse A GTQD-FUS-1505 B
Dimensions are mm (inch)
25 ~ 99,99 +/- 0.2 +/- 0.3 Tolerances:
Angles +/-1° +/-5° * :10-% ((-%“21) -
Rev EN Desctiption Dwg | Ckd | Appd Date xx = 0.25 (.010) Scale: 2:1 Sizg Sht 1 of 1 Rev
B | 93092401 | Modify the tolerance | Kao | Chyi| Ku | 200419724 | [oooel Plle Name : Blade Type Automofive Fuse
- Drawing File Name : GTQD-FUS-1505
Part Number : 1505 xxxx 200 | Date: | 2004/9/24
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