~ #14-UL1015 Red Wire—135mm(5.3")

SPECIFICATIONS :

.II H@U Suitable Rated Current : Maximum Installation Rating
© Nt - Existing Circuit : 30A
3 | 25.0 | - Add-on Circuit : 25A
Add-On Circuit Dielectric Strength for 60 seconds : AC1500V Min.
Add-On Circuit Insertion & Extraction Force : 1Kg. Min.
T Original Existing Circuit Contact Resistance at 1A DC : 5m(Q) Max.
= = 58 Insulation Resistance at 500V DC : 100M () Min.
- L : Voltage Drop : 20mV Max.
~ 10.8 Temperature Rise : 50°C Max.
Molded Parts : Nylon with Glassfiber(UL 94V-0), Black
12.0, 18.8 Terminals : Brass with Tin Plated
©O| o S Wire : #14 AWG UL 1015 Red Wire, End With Insulated
o~ « "o % Crimp-Type coupler Blue Butt Connector.
N 5.0 **Qther color option is available for "Molded Parts"
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Dimension Critical To Function General ec
< | +/-0.02 +/-0.03 - Engr Title:
Finish
| - 3 £/- 0.1 £/~ 0.2 NS Aep 3 Circuits Mini Blade
8 ~ 24.995 /- 0.15 +/-0.25 Unless Otherwise Specified Fuse .._..m—u Ad GTQD-HLD-1829-1118-400 B
: = : == Dimensions are mm (inch)
25 ~ 99,99 +/- 0.2 +/- 0.3 Tolerances:
Angles +/- 1" +/- 57 .Hx lobm nA.onMv -
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- ) . - Model File Name : 3 Circuit Mini Blade Fuse Tap ; #14AWG
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